
APPLICATIONIMPROVE SAFETY

KEY FEATURES

2 Casing Strings

Multi-Well Pads with 
Batch Drilling

Lock screw leak paths 
are eliminated

Employees spend less time 
under rig floor

Back-pressure valve preps 
are available for casing
configurations up to 7-5/8”

MINIMIZE DOWNTIME 
& COSTS

Reduce rig time

Fewer rig up/down and BOP testing

Mandrel hangers virtually eliminate 
casing cutting and cement setting 
wait time

IMPROVE EFFICIENCIES

Land surface casing through 
the rig floor

Run, land, and hang production 
casing through rig floor

Easily install the fluted mandrel 
hanger and packoff seal through 
the BOP stack

Quick Connect option available

Premium or API threaded 
mandrel hanges

Available bit guide and test plugs 
for 7 & 7-5/8 “drill though” scenarios

Side-studded & line-pipe 
outlets available 

Multiple slip hanger options available

5,000 and 10,000 psi options

Compatible with tubing spools
up to 15,000 psi

Suitable for frac operations 
to 15,000 psi

DSH-2
DOWNING SPEED 
HEAD SYSTEM

MINIMIZE RIG-DOWN 
TIME AND ELIMINATE 
CEMENT-SETTING 
WAIT TIME



ACCESSORIES & OPTIONAL TOOLS

CONTACT:
sales@downingusa.com 

(405) 248-950

* 5K AND 10K WP INTERNAL COMPONENTS INCLUDE:

Washout Tool

Lower Combo Test/Running Tool

Seal Support Running Tool

Upper Mandrel Running Tool

Long & Short Wear Bushings

Seal Support

Upper Fluted Mandrel

MB-4 QUICK CONNECT
Metal to metal sealing BOP Quick Connector
Easily maintain full API 6A F connection strength
Bolt on baseplate for better access when MB-4 
is welded to surface casing
Easily attaches via threaded top, ideal for batch pad drilling

QUICK CONNECT CAP FLANGE
Removable, threaded top flange installed after land-out of housing
Enables use of large size / pressure rated systems
Enables flanged connections such as BOP or tubing head

BOP QUICK CONNECT ADAPTER
Alternative to conventinoal bolt through or studded flange
Easily move BOP from well to well while skidding the rig
Ideal for preset wellheads or pad wells

SURFACE CASING MANDREL
Proprietary latch ring for secure, tool-free installation
Pre-assembled casing heads for quick and easy placement
No welding or torch cuts required


