
MB-4
MULTIBOWL 
WELLHEAD 
SYSTEM

AVAILABLE IN 11" & 13"

Unitized design reduces height 

No lock screws below tubing head

Mandrels available in all common 
intermediate and production 
casing sizes

The MB-4 is a unitized system featuring an internal latch. This versatile 
system accommodates all common casing programs and sizes. Applications 
include 3+ casing strings, multi & single-well pads, and batch drilling with 
optional quick-connect.

Threaded 11"& 13" 5 & 10K API
flanges (can be used with Quick Connect)

Nested 9" and 11" bowls accommodate 
standard C-22 style slip hanger

Variety of configurations available

FEATURES

SAFER

No Lock Screws,
Eliminating Leak Paths

COST 
EFFECTIVE

Save up to 24 Hours of Rig Time 
versus Conventional Wellhead

EFFICIENT

Enhanced Cementing
Operations



ACCESSORIES & OPTIONAL TOOLS

CONTACT:
sales@downingusa.com 

(405) 248-950

* 5K AND 10K WP INTERNAL COMPONENTS INCLUDE:

Washout Tool

Lower Combo Test/Running Tool

Seal Support Running Tool

Upper Mandrel Running Tool

Long & Short Wear Bushings

Seal Support

Upper Fluted Mandrel

MB-4 QUICK CONNECT
Metal to metal sealing BOP Quick Connector
Easily maintain full API 6A F connection strength
Bolt on baseplate for better access when MB-4 
is welded to surface casing
Easily attaches via threaded top, ideal for batch pad drilling

QUICK CONNECT CAP FLANGE
Removable, threaded top flange installed after land-out of housing
Enables use of large size / pressure rated systems
Enables flanged connections such as BOP or tubing head

BOP QUICK CONNECT ADAPTER
Alternative to conventinoal bolt through or studded flange
Easily move BOP from well to well while skidding the rig
Ideal for preset wellheads or pad wells

SURFACE CASING MANDREL
Proprietary latch ring for secure, tool-free installation
Pre-assembled casing heads for quick and easy placement
No welding or torch cuts required


